BACKFILL AREA OF EXISTING BOILER
ROOM WITH STRUCTURAL FILL. WATERPROOF AREAS OF WALL TO RECEIVE FILL. STRUCTURALLY RETROFIT WALL AS NECESSARY FOR NEW CONDITIONS. SEE STRUCTURAL.

NEW CONCRETE WALL INFILL AT DEMO'D DOOR/OPENING.
WATERPROOF AREA EXPOSED TO SUBGRADE.

MATCH ADJACENT EXISTING FINISHES AT WALL INFILL LOCATION.

NEW 4" DIA. FOUNDATION DRAIN, TYP. AT AREAS OF WORK
CG-1, TOP OF BASE TO TOP OF WOOD PANEL
2' - 0"

INSTALL SALVAGED WOOD WALL PANELS

CONCRETE PLINTH COLUMN, TYP. - SEE STRUCTURAL

MATCH ADJACENT EXISTING FINISHES AT WALL INFILL LOCATION.

INSTALL SALVAGED WOOD WALL PANELS

NEW 4" DIA. FOUNDATION DRAIN, TYP. AT AREAS OF WORK
CG-1, TOP OF BASE TO TOP OF WOOD PANEL
2' - 5"

LOCATION DETAILS:
- Location for 2-D art
- Location for 3-D art

PROPOSED FLOOR PLANS
FFA ARCHITECTURE & INTERIORS | MT SCOTT COMMUNITY CENTER